Error data collected from all the tests (*)
(All 5 programs were used in every test)

Instruction: The error numbers in the tables below represent for an average of errors that made by the testers. For example, if the tester #1 made 2 errors in program #2, only 1 will be recorded in the table.
Test #1 (baseline)

Condition: First without the Array Microphone and then with the Array Microphone

Without the Array Microphone

                       Tester 1             Tester 2             Tester 3             Tester 4             Tester 5

   Program:  1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5
   Errors:      0  1  1  0  3        1  0  2  4  5        1  0  2  4  6        1  0  1  3  2        0  0  1  2  4
With the Array Microphone

                       Tester 1             Tester 2             Tester 3             Tester 4             Tester 5

   Program:  1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5

   Errors:      0  0  0  0  1        0  0  1  1  2        0  1  0  1  2        1  0  0  2  1        0  0  0  1  0

Test #2 (driver’s window down)

Condition: Different speeds, locations and noises at different time of the day
Daylight

                       Tester 1             Tester 2             Tester 3             Tester 4             Tester 5

   Program:  1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5

   Errors:      0  2  2  4  4        1  0  3  3  6        1  1  3  3  6        1  1  1  3  6        0  0  1  4  5
Night Time

                       Tester 1             Tester 2             Tester 3             Tester 4             Tester 5

   Program:  1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5

   Errors:      0  0  0  1  1        0  0  2  2  4        0  1  1  1  2        0  1  2  2  4        0  1  0  1  2

Test #3: (Environmental controls)

Condition: Heater and A/C were on and then off, and Windshield wipers on)
Heater and A/C on (in turn)

                       Tester 1             Tester 2             Tester 3             Tester 4             Tester 5

   Program:  1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5

   Errors:      0  1  1  2  2        1  0  2  3  4        0  0  2  2  3        1  1  1  3  2        0  0  1  1  1
Windshield wiper on

                       Tester 1             Tester 2             Tester 3             Tester 4             Tester 5

   Program:  1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5        1  2  3  4  5

   Errors:      0  0  0  1  1        0  0  1  1  2        0  1  1  2  1        1  1  0  2  2        0  0  1  0  1

Test #4: (Critical controls)

Condition:  Different temperature and different operation settings in the car (see report).
Since the testers rarely made any mistakes and the system could picked up almost every words the testers had said, therefore I didn’t record any data information for errors while we were in doing this test, if I remember them correctly.

(*) Please understand that since I have lost the original papers, which I recorded all the error data information on, these error data as close to the accuracy as I could remember. I wish I could remember every single error that has been made by my testers to include here.
-----------------------------------------

List of all the words

Since I don’t have my laptop with me today, therefore I cannot give you a list of detail of every word that is used in my programs. However: 

For Cat&Dog, dialer, order pizza programs: Please double click on each nodes within the program to get the recognition words, because that was the way I “programmed” my programs so they could detect those recognition words right after the they are spoken by the testers.
For Direction programs: These are the unlimited recognition word types. My purpose for these programs was to see if the system can detect any word that spoken by users or not. That is, the users could just speak a combination of numbers, words, phrases or abbreviations and the system should be able to repeat them all back to the users without any problems.
Finally, this is all I could do in a short time while I am at work right now. Please let me know if there is something else I could do for you, Sir.
